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Dimensional Comparison of G Series and Viking Pumps

ENVIROGEAR PUMPS 2 ENV-12000-T-01

I
B

B

C

G
F

A
L

J

K
(Keyway)

H
E D

Pumps with 1 1/2” NPT tapped ports

Dim G Series 
Value

Viking Value

H
41

24
A

 
(C

I)

H
41

25
 

(C
I)

H
42

25
 

(C
I)

H
41

24
 

(C
I)

H
41

26
A

 
(D

I)

H
47

24
 

(S
S)

A 1-1/2” NPT ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
B 3.000 ⎷ ⎷ ⎷ ⎷ ⎷ 3.500
C 3.500 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ 3.875
E 2.250 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 5.500 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.563 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.468 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 12.063 ⎷ ⎷ ⎷ ⎷ ⎷ 11.938
J 0.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .188 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 1.625 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

Pumps with 1 1/2” ANSI 150# flanged ports

Dim G Series 
Value

Viking Value
H

41
24

A
 

(C
I)

H
41

25
 

(C
I)

H
42

25
 

(C
I)

H
41

23
A

 
(C

S)

H
41

27
A

 
(S

S)

A 1-1/2” ANSI 
150# ⎷(1) ⎷(1) ⎷(1) ⎷ ⎷

B 4.000 ⎷ ⎷ ⎷ ⎷ ⎷
C 3.500 ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷
E 2.250 ⎷ ⎷ ⎷ ⎷ ⎷
F 5.500 ⎷ ⎷ ⎷ ⎷ ⎷
G 0.563 ⎷ ⎷ ⎷ ⎷ ⎷
H 0.468 ⎷ ⎷ ⎷ ⎷ ⎷
I 12.063 ⎷ ⎷ ⎷ ⎷ ⎷
J 0.750 ⎷ ⎷ ⎷ ⎷ ⎷
K .188 square ⎷ ⎷ ⎷ ⎷ ⎷
L 1.625 (min) ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

Pumps with 2” ANSI 150# flanged ports (optional)

Dim G Series 
Value

Viking Value

H
41

24
A

 
(C

I)

H
41

25
 

(C
I)

H
42

25
 

(C
I)

H
41

24
 

(C
1)

H
41

27
A

 
(S

S)

A 1-1/2” ANSI 
150# ⎷ ⎷ ⎷ ⎷ ⎷

B 4.000 4.000 4.000 4.000 4.000 4.000
C 3.500 ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷
E 2.250 ⎷ ⎷ ⎷ ⎷ ⎷
F 5.500 ⎷ ⎷ ⎷ ⎷ ⎷
G 0.563 ⎷ ⎷ ⎷ ⎷ ⎷
H 0.468 ⎷ ⎷ ⎷ ⎷ ⎷
I 12.063 ⎷ ⎷ ⎷ ⎷ ⎷
J 0.750 ⎷ ⎷ ⎷ ⎷ ⎷
K .188 square ⎷ ⎷ ⎷ ⎷ ⎷
L 1.625 (min) ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

G Series Model: G1-2
Viking Model: “H”
Ideal Flowrate: 0.0095 gallons per rev
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I
B

B

C

G
F

A
L

J

K
(Keyway)

H
E D

Pumps with 1 1/2” NPT tapped ports

Dim G Series 
Value

Viking Value

H
L4

12
4A

 
(C

I)

H
L4

12
5 

(C
I)

H
L4

22
5 

(C
I)

H
L4

12
4 

(C
I)

H
L4

12
6A

 
(D

I)

H
L4

72
4 

(S
S)

A 1-1/2” NPT ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
B 3.000 ⎷ ⎷ ⎷ ⎷ ⎷ 3.500
C 3.500 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ 3.875
E 2.250 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 5.500 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.563 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.468 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 12.063 ⎷ ⎷ ⎷ ⎷ ⎷ 11.938
J 0.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .188 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 1.625 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

Pumps with 1 1/2” ANSI 150# flanged ports

Dim G Series 
Value

Viking Value

H
L4

12
4A

 
(C

I)

H
L4

12
5 

(C
I)

H
L4

22
5 

(C
I)

H
L4

12
3A

 
(C

S)

H
L4

12
7A

 
(S

S)

A 1-1/2” ANSI 
150# ⎷(1) ⎷(1) ⎷(1) ⎷ ⎷

B 4.000 ⎷ ⎷ ⎷ ⎷ ⎷
C 3.500 ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷
E 2.250 ⎷ ⎷ ⎷ ⎷ ⎷
F 5.500 ⎷ ⎷ ⎷ ⎷ ⎷
G 0.563 ⎷ ⎷ ⎷ ⎷ ⎷
H 0.468 ⎷ ⎷ ⎷ ⎷ ⎷
I 12.063 ⎷ ⎷ ⎷ ⎷ ⎷
J 0.750 ⎷ ⎷ ⎷ ⎷ ⎷
K .188 square ⎷ ⎷ ⎷ ⎷ ⎷
L 1.625 (min) ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

Pumps with 2” ANSI 150# flanged ports (optional)

Dim G Series 
Value

Viking Value

H
L4

12
4A

 
(C

I)

H
L4

12
5 

(C
I)

H
L4

22
5 

(C
I)

H
L4

12
4 

(C
1)

H
L4

12
7A

 
(S

S)

A 1-1/2” ANSI 
150# ⎷ ⎷ ⎷ ⎷ ⎷

B 4.000 4.000 4.000 4.000 4.000 4.000
C 3.500 ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷
E 2.250 ⎷ ⎷ ⎷ ⎷ ⎷
F 5.500 ⎷ ⎷ ⎷ ⎷ ⎷
G 0.563 ⎷ ⎷ ⎷ ⎷ ⎷
H 0.468 ⎷ ⎷ ⎷ ⎷ ⎷
I 12.063 ⎷ ⎷ ⎷ ⎷ ⎷
J 0.750 ⎷ ⎷ ⎷ ⎷ ⎷
K .188 square ⎷ ⎷ ⎷ ⎷ ⎷
L 1.625 (min) ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

G Series Model: G1-4
Viking Model: “HL”
Ideal Flowrate: 0.0188 gallons per rev
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K

I

L

J

D

B

C

G F

B A

H E

(Keyway)

Pumps with 2” NPT tapped ports

Dim G Series 
Value

Viking Value

K4
12

4A
 

(C
I)

K4
12

5 
(C

I)

K4
22

5 
(C

I)

K4
12

4 
(C

I)

K4
12

6A
 

(D
I)

K4
72

4 
(S

S)

A 2” NPT ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
B 5.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 5.500 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 3.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 2.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 16.375 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .250 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

Pumps with 2” ANSI 150# flanged ports

Dim G Series 
Value

Viking Value
K4

12
4A

 
(C

I)

K4
12

5 
(C

I)

K4
22

5 
(C

I)

K4
12

3A
 

(C
S)

K4
12

7A
 

(S
S)

A 2” ANSI 
150# ⎷(1) ⎷(1) ⎷(1) ⎷ ⎷

B 5.250 ⎷ ⎷ ⎷ ⎷ ⎷
C 5.500 ⎷ ⎷ ⎷ ⎷ ⎷
D 3.625 ⎷ ⎷ ⎷ ⎷ ⎷
E 2.750 ⎷ ⎷ ⎷ ⎷ ⎷
F 8.000 ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷
I 16.375 ⎷ ⎷ ⎷ ⎷ ⎷
J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷
K .250 square ⎷ ⎷ ⎷ ⎷ ⎷
L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

Pumps with 3” ANSI 150# flanged ports (optional)

Dim G Series 
Value

Viking Value

K4
12

4A
 

(C
I)

K4
12

5 
(C

I)

K4
22

5 
(C

I)

K4
22

3A
 

(C
S)

K4
12

7A
 

(S
S)

K4
22

7A
 

(S
S)

A 2” ANSI 
150#

3” ANSI 
125#

3” ANSI 
125#

3” ANSI 
125#

3” ANSI 
150#

3” ANSI 
150#

3” ANSI 
150#

B 5.250 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 5.500 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 3.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 2.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 16.375 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .250 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

G Series Model: G1-24
Viking Model: “K”
Ideal Flowrate: 0.105 gallons per rev
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K

I

L

J

D

B

C

G F

B A

H E

(Keyway)

Pumps with 2” NPT tapped ports

Dim G Series 
Value

Viking Value

KK
41

24
A

 
(C

I)

KK
41

25
 

(C
I)

KK
42

25
 

(C
I)

KK
41

24
 

(C
I)

KK
41

26
A

 
(D

I)

KK
47

24
 

(S
S)

A 2” NPT ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
B 5.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 5.500 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 3.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 2.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 16.375 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .250 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

Pumps with 2” ANSI 150# flanged ports

Dim G Series 
Value

Viking Value

KK
41

24
A

 
(C

I)

KK
41

25
 

(C
I)

KK
42

25
 

(C
I)

KK
41

23
A

 
(C

S)

KK
41

27
A

 
(S

S)

A 2” ANSI 
150# ⎷(1) ⎷(1) ⎷(1) ⎷ ⎷

B 5.250 ⎷ ⎷ ⎷ ⎷ ⎷
C 5.500 ⎷ ⎷ ⎷ ⎷ ⎷
D 3.625 ⎷ ⎷ ⎷ ⎷ ⎷
E 2.750 ⎷ ⎷ ⎷ ⎷ ⎷
F 8.00 ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷
I 16.375 ⎷ ⎷ ⎷ ⎷ ⎷
J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷
K .250 square ⎷ ⎷ ⎷ ⎷ ⎷
L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

Pumps with 3” ANSI 150# flanged ports (optional)

Dim G Series 
Value

Viking Value

KK
41

24
A

 
(C

I)

KK
41

25
 

(C
I)

KK
42

25
 

(C
I)

KK
42

23
A

 
(C

S)

KK
41

27
A

 
(S

S)

KK
42

27
A

 
(S

S)

A 2” ANSI 
150#

3” ANSI 
125#

3” ANSI 
125#

3” ANSI 
125#

3” ANSI 
150#

3” ANSI 
150#

3” ANSI 
150#

B 5.250 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 5.500 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 3.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 2.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 16.375 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .250 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

(1) = flanged ports optional for these Viking models

G Series Model: G1-32
Viking Model: “KK”
Ideal Flowrate: 0.141 gallons per rev
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K
(Keyway)

J

L
I B

B

C

G F

A

H E D

Pumps with 2” NPT tapped ports

Dim G Series 
Value

Viking Value

L4
12

4A
 

(C
I)

L4
12

5 
(C

I)

L4
22

5 
(C

I)

L4
12

4 
(C

I)

L4
12

6A
 

(D
I)

L4
72

4 
(S

S)

A 2” NPT 2” NPT 2” NPT 2” NPT 2” NPT 2” NPT 2” NPT

B 6.500 6.500 6.500 6.500 6.500 6.500 6.500
C 7.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 17.875 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

K .250 sq ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

Pumps with 3” ANSI 150# flanged ports (optional)

Dim G Series 
Value

Viking Value
LQ

41
24

A
 

(C
I)

LQ
41

25
 

(C
I)

LQ
42

25
 

(C
I)

LQ
41

24
 

(C
I)

A 2-1/2” ANSI 
125#/150#

3” ANSI 
125#

3” ANSI 
125#

3” ANSI 
125#

3” ANSI 
125#

B 7.188 ⎷ ⎷ ⎷ ⎷
C 7.000 ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷
F 8.750 ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷
I 17.875 ⎷ ⎷ ⎷ ⎷

J 1.125 ⎷ ⎷ ⎷ ⎷

K .250 sq ⎷ ⎷ ⎷ ⎷

L 2.250 (min) ⎷ ⎷ ⎷ ⎷

Pumps with 2-1/2” ANSI 150# flanged ports

Dim G Series 
Value

Viking Value

LQ
41

24
A

 
(C

I)

LQ
41

25
 

(C
I)

LQ
42

25
 

(C
I)

LQ
41

24
 

(C
I)

LQ
41

26
A

 
(D

I)

LQ
41

23
A

 
(C

S)

LQ
41

27
A

 
(S

S)

LQ
47

24
 

(S
S)

A 2 1/2” ANSI 
125/150#

2 1/2”  
ANSI 125#

2 1/2”  
ANSI 125#

2 1/2”  
ANSI 125#

2 1/2”  
ANSI 125#

2 1/2”  
ANSI 150#

2 1/2”  
ANSI 150#

2 1/2”  
ANSI 150#

2 1/2”  
ANSI 150#

B 7.188 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 7.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 17.875 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

K .250 sq ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

Pumps with 4” ANSI 150# flanged ports (optional)

Dim G Series 
Value

Viking Value

LQ
41

24
A

 
(C

I)

LQ
41

25
 

(C
I)

LQ
42

25
 

(C
I)

LQ
41

24
 

(C
I)

LQ
41

26
A

 
(D

I)

LQ
41

23
A

 
(C

S)

A 2 1/2” ANSI 
125/150#

4” ANSI 
125#

4” ANSI 
125#

4” ANSI 
125#

4” ANSI 
125#

4” ANSI 
150#

4” ANSI 
150#

B 7.188 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 7.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 17.875 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

K .250 sq ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

G Series Model: G1-55
Viking Model: “L”or”LQ”
Ideal Flowrate: 0.238 gallons per rev
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Pumps with 4” ANSI 150# flanged ports (optional)

Dim G Series 
Value

Viking Value

LL
41

24
A

 
(C

I)

LL
41

25
 

(C
I)

LL
42

25
 

(C
I)

LL
41

27
A

 
(S

S)

A 3” ANSI 
125#/150#

4” ANSI 
125#

4” ANSI 
125#

4” ANSI 
125#

4” ANSI 
150#

B 7.188 7.375 7.375 7.375 7.375
C 7.000 ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷
F 8.750 ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷
I 17.875 ⎷ ⎷ ⎷ ⎷

J 1.125 ⎷ ⎷ ⎷ ⎷

K .250 sq ⎷ ⎷ ⎷ ⎷

L 2.250 (min) ⎷ ⎷ ⎷ ⎷

Pumps with 3” ANSI 150# flanged ports

Dim G Series 
Value

Viking Value

LL
41

24
A

 
(C

I)

LL
41

25
 

(C
I)

LL
42

25
 

(C
I)

LL
41

24
 

(C
I)

LL
41

26
A

 
(D

I)

LL
41

23
A

 
(C

S)

LL
41

27
A

 
(S

S)

LL
47

24
 

(S
S)

A 3” ANSI 
125#/150# ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

B 7.188 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 7.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 17.875 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

J 1.125 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

K .250 sq ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

L 2.250 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

K
(Keyway)

I B

B

C

G F

A

L

H E

J

D

G Series Model: G1-69
Viking Model: “LL”
Ideal Flowrate: 0.297 gallons per rev
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Pumps with 3” ANSI 150#  flanged ports

Dim G Series 
Value

Viking Value

LS
41

24
A

 
(C

I)

LS
41

25
 

(C
I)

LS
42

25
 

(C
I)

LS
41

24
 

(C
I)

LS
41

26
A

 
(D

I)

LS
41

23
A

 
(C

S)

LS
41

27
A

 
(S

S)

A 3” ANSI 
125#/150# ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

B 7.188 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 7.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 5.375 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

St
an

da
rd

 
Sh

af
t

I 19.250 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
J 1.438 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .375 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 3.500 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

Pumps with 4” ANSI 150#  flanged ports (optional)

Dim G Series 
Value

Viking Value

LS
41

24
A

 
(C

I)

LS
41

25
 

(C
I)

LS
42

25
 

(C
I)

LS
41

23
A

 
(C

S)

LS
42

23
A

 
(C

S)

LS
41

27
A

 
(S

S)

LS
42

27
A

 
(S

S)

A 3” ANSI 
125/150#

4” ANSI 
125/150#

4” ANSI 
125/150#

4” ANSI 
125/150#

4” ANSI 
125/150#

4” ANSI 
125/150#

4” ANSI 
125/150#

4” ANSI 
125/150#

B 7.188 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 7.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 5.375 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.625 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.531 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

St
an

da
rd

 
Sh

af
t

I 19.250 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
J 1.438 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .375 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 3.500 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

K
(Keyway)

PORTS

H E D F
G

C

B

BI
L

J

A

G Series Model: G1-82
Viking Model: “LS”
Ideal Flowrate: 0.357 gallons per rev
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G Series Model: G1-133
Viking Model: “Q”
Ideal Flowrate: 0.655 gallons per rev

Pumps with 4” 150# ANSI flanged ports

Dim G Series 
Value

Viking Value

Q4
12

4A
 

(C
I)

Q4
22

4A
 

(C
I)

Q4
12

4B
 

(C
I)

Q4
22

4B
 

(C
I)

Q4
12

5
(C

I)

Q4
22

5
(C

I)

QR
41

24
 

(C
I)

QR
42

24
 

(C
I)

Q4
12

6A
 

(D
I)

Q4
22

6A
 

(D
I)

Q4
12

3A
 

(C
S)

Q4
22

3A
 

(C
S)

Q4
12

7A
 

(S
S)

Q4
22

7A
 

(S
S)

A 4" ANSI 
150# ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

B 8.250 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 8.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 7.650 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ 4.620 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.240 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.690 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 23.780 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ 20.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
J 1.938 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .500 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 4.500 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

K

J

L

I

B

C

GDEH F

B A

(Keyway)

PORTS
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G Series Model: G1-222
Viking Model: “QS”
Ideal Flowrate: 0.982 gallons per rev

K

H E D G F

C

A

B B

M

J

L

I

(Keyway)

Pumps with 6” 150# ANSI flanged ports

Dim G Series 
Value

Viking Value

QS
41

24
A

 
(C

I)

QS
42

24
A

 
(C

I)

QS
41

24
B

 
(C

I)

QS
42

24
B

 
(C

I)

QS
41

25
 

(C
I)

QS
42

25
 

(C
I)

QS
41

26
A

 
(D

I)

QS
42

26
A

 
(D

I)

QS
41

23
A

 
(C

S)

QS
42

23
A

 
(C

S)

QS
41

27
A

 
(S

S)

QS
42

27
A

 
(S

S)

A 6" ANSI 
150# ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷

B 9.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
C 8.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
D 8.120 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
E 4.000 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
F 8.240 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
G 0.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
H 0.690 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
I 24.250 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
J 1.938 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
K .500 square ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
L 4.500 (min) ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
M 11.750 ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷ ⎷
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